
ST. 14 
SCREEN

Estructura que se utiliza para proteger 
las áreas de una edificación contra los 

embates del sol, el viento y la lluvia.

Structure used to protect 
areas of a building from the 

onslaught of sun, wind, and rain.
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ST. 14 SCREEN
Norme 

 

FRONTALTECHO

Ventanas

Norma 
EN1932 / EN13561

Balcones 

Motorizado 

CARACTERÍSTICAS
 Cofre Screen de 130 mm.

 Estructura caracterizada por sus líneas rectas.

 Dotada de sistema de guia cable inox Ø4mm o guía varilla inox Ø10mm.

DIMENSIONES 
MÁXIMAS Salida/proyección                           

Línea/ancho                         

INSTALACIONES 
HABITUALES 

ACCIONAMIENTOS 

CARACTERÍSTICAS TÉCNICAS 

Terrazas Forjado 

Línea/ancho
Salida/proyección

VARILLACABLE

SUJECIÓN 

RESISTENCIA AL VIENTO 

SALIDA 
EN METROS

 

LÍNEA EN METROS
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CLASE 2

Cajón curvo bajo 
presupuesto, 
fuera de stock.

Features

Maximum dimensions

Standard installations

Actuators 

Windows Balconies

Technical characteristics

Motorised 

Terraces Slab

Cofre Screen awning de 130 mm.

Structure characterized by its straight lines.

Equipped with a Ø4 mm stainless steel cable guide system or a Ø10 mm stainless steel rod guide.

Extension/projection: 5 m Extension/projection: 5 m
Line/width: 5 m Line/width: 5 m

Cable Rod

Fastening

Extension in metres
Line in metres

CLASS 2

Wind resistance

Curved cassette 
under budget, 
out of stock.

Roof Front




