
SECCIONES

ÁVALON

1 : 2

17
0

53 23 95

4
2 70

2085
1051353

171

C

M

Y

CM

MY

CY

CMY

K

ai17048900239_ÁVALON.pdf   1   10/01/2024   13:33:45

1:2 

CARACTERÍSTICAS TÉCNICAS  

SECCIONES Marco: 170 mm Hoja: 70 mm

MÁXIMO ACRISTALAMIENTO 42 mm

DIMENSIONES MÁXIMAS 
POR HOJA BALCONERA ANCHO (L) 3.300 mm  ALTO (H) 2.800 mm

PESO MÁXIMO POR HOJA 300 kg

AISLAMIENTO ACÚSTICO Rw ≤ 42 dB

TRANSMITANCIA TÉRMICA Uw ≥ 0,9 (W/m2K)

PERMEABILIDAD AL AIRE CLASE 1 CLASE 2 CLASE 3 CLASE 4 UNE-EN 12207

ESTANQUIDAD AL AGUA

APERTURAS Apertura interior: Elevable de 1, 2 y 4 hojas 

ACABADOS Blanco, color, bicolor e imitación a madera y metalizado.

POSIBILIDADES 
DE APERTURA

Sistema balconera elevable diseñado para permitir 
cerramientos de grandes dimensiones con máximas 
superfi cies de acristalamiento que garanticen la 
entrada de luz a los espacios interiores, pudiéndose 
alcanzar medidas máximas de hoja de 3.300 mm 
de ancho por 2.800 mm de alto. 

Presenta un marco de 170 mm de profundidad y una 
capacidad máxima de acristalamiento de 42 mm. 

El herraje incorporado de suave manipulación en 
las maniobras de apertura y cierre, soporta pesos 
de hasta 300 kg por hoja. 

Concebida con perfi l divisor de hojas. 
Consultar dimensiones con perfi l de inercia.

Ensayo de referencia, ventana elevable de 1 hoja + fi jo de 3.500 x 2.495 mm

1A 2A 3A 4A 5A 6A 7A 8A 9A E1500 UNE-EN 12208

ÁVALON 

Consultar peso y dimensiones máximas para el resto de tipologías.

Consultar tipología, dimensión y vidrio.

Technical features  

Lift and slide balcony door/window system designed 
far large enclosures with maximum glazing surfaces 
allowing light to enter internal spaces, reaching 
maximum dimensions of 3,300 mm wide by 2,800 
mm high for sashes. 

Features a 170 mm deep frame and 42 mm maximum 
glazing capacity. 

The built-in iron fi tting, easy to use for opening 
and closing, holds weights up to 300 kg per sash. 

Maximum weight per sash 

Sections  

Maximum glazing 

Maximum dimensions per sash

Acoustic insulation 

Thermal transmittance 

Air permeability 

Watertightness 

Opening 

Finishes 

Balcony window 

Technical features 

Frame Sash

Interior opening: Lift and slide, 2, 3 and 4 sashes.

White, coloured, two-colour, wood look and metallic fi nish.

Opening options 

Designed with separator sash profi le. 
Consult dimensions with inertia profi les.

Reference test, 1-sash lift-and-turn window + fi xed 3,500 x 2,495 mm

Consult weight and maximum dimensions for other typologies.

Consult type size and glass. Uw ≥ 0.9 (W/m2K).

Width 3,300 mm Height  2,800 mm
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